
Firma: Link računari doo
Adresa: Kneza Lazara 35
Telefon: +381 35-245-245
Fax: +381 65-245-245-8
PIB: 106628389
E-mail: office@linkplus.rs

Certification: CE ROHS 3C EAC NOM IC Humidity: Operating Environment:10% ~ 90% RH Non-condensing 
Storage Environment:5% ~ 90% RH Non-condensing Temperature: Operating Environment:0? ~ 40? 
Storage Environment:-40oC~70oC Dimension: 127.4mm*90.5mm*26mm DHCP Server: Support System 
Tool: Network Time, Sys Upgrade, Backup/Restore, Factory Default, Login Password, Sys Logs, Restart. 
SafetyWPA Algorithm: AES, TKIP, TKIP&AES Wireless Access Control: MAC Address Filtering Antenna: 3x5dBi 
external undetachable antennas Power Consumption1.9W(no load)~3.3W(full-load) Power Supply: DC 9V 
600mA Button: 1*WPS/RESET LEDSYS, WiFi, LAN(1-3), WAN, T, WPS Frequency: 2.4GHz Interface: 
1*10/100M auto-negotiation WAN port 3*10/100M auto-negotiation LAN ports Standard&Protocol: 
IEEE802.11/b/g/n Speed: 300Mbps over 2.4GHz band

Tenda F3 Wireless N300 Ruter, WISP/WDS-
bridge/AP/WPS, 3L/1W fixed antenna 3x5dBi

Šifra: 63964
Kategorija prozivoda: Ruteri, AP, Ekstenderi
Proizvođač: Tenda

MpCena:  2.269,00 rsd.
cena za odloženo plaćanje i kupovinu na rate

Web Cena:  1.891,00 rsd.
cena za web porudžbine i avansno plaćanje

Cene su informativnog karaktera. Prodavac ne odgovara za tačnost cena iskazanih na sajtu, zadržava pravo izmena cena. 
Ponudu za ostale artikle, informacije o stanju lagera i aktuelnim cenama možete dobiti na upit. Plaćanje se isključivo vrši 
virmanski - bezgotovinski.

Uvek smo ovde i tako već 20 godina!


